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Item No.
Description of Item Quantity Unit Rate ( Rs. ) Amount ( Rs. )

Scraping of moss, blisters etc.thoroughly from exterior surface of walls 
necessitating the use of scraper, wire brush etc.(Payment against this 
item will be made only when this has been done on the specific direction 
of the Engineer-in-charge)

379.81 Sq.M 7 2658.67

Removing old scales, blisters etc. of interior surface of walls,ceiling by 
scraping etc. and preparing smooth and even surface with rendering or 
cement mortar (1:2) (as necessary), to make the surface suitable for 
receiving distemper. (Payment against this item will be made only when 
this has been done on the specific direction of the Engineer-in-charge).

566.85 % Sq.M 1017 5764.86

Applying Interior grade Acrylic Primer of approved quality and brand on 
plastered or cencrete surface old or new surface to receive Distemper/ 
Acrylic emulsion paint including scraping and preparing the surface 
throughly, complete as per manufacturer's specification and as per 
direction of the EIC. (In Ground Floor)

(b) Two Coats
ii) Solvent based interior grade Acrylic Primer 566.85 % Sq.M 4850 27492.23
Applying decorative cement based paint of approved quality after 
preparing the surface including scraping the same thoroughly (plastered 
or concrete surface) as per manufacturer's specification.

(b) Two Coats
In Ground Floor: 142.88  Sq.M 49 7001.12
First  floor 236.93 Sq.M 49.71 11777.54
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(A) Painting with best quality synthetic enamel paint of approved make 
and brand including smoothening surface by sand papering etc. including 
using of approved putty etc. on the surface, if necessary :

(a) On timber or plastered surface :
With super gloss (hi-gloss) -
(iv) Two coats (with any shade except white)

566.85 Sq.M 81 45914.85

(a) Priming one coat on steel or other metal surface with synthetic oil 
bound primer of approved quality including smoothening surfaces by 
sand papering etc.

48.15 Sq.M 29 1396.35
(b) Priming one coat on timber or plastered surface with synthetic oil 
bound primer of approved quality including smoothening surfaces by 
sand papering etc.

116.47 Sq.M 38 4425.94
(A) Painting with best quality synthetic enamel paint of approved make 
and brand including smoothening surface by sand papering etc. including 
using of approved putty etc. on the surface, if necessary :

(a) On timber or plastered surface :
With super gloss (hi-gloss) -
(iv) Two coats (with any shade except white)

116.47 Sq.M 81 9434.232
(b) On steel or other metal surface :
With super gloss (hi-gloss) -
(iv) Two coats (with any shade except white)

48.15 Sq.M 79 3803.85
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Supplying profiles of required section made of Aluminium Alloy 
Extrusions conforming to IS: 732-1983 and IS: 1285- 1975; Annodized 
(with required film thickness and specified colour / natural) matt finished 
conforming to IS: 1868-1983 for fabrication of composit door, sliding & 
casement windows, partitions, formed of basic sections of any ISI 
embossed / certified make and brand as per direction of Engineer - In- 
Charge. (Payment will be made on finished length of the work).

(A) In 10-12 Micron thickness Annodizing film
I) Natural white
a) 2- track sliding window
i) Bottom frame 19.2 Mtr. 218 4185.60
ii) Top and side frame. 86.4 Mtr. 195 16848
b) 3- track sliding window, W1
i) Bottom frame 7.2 Mtr. 311 2239.2
ii) Top and side frame. 26.4 Mtr. 270 7128
d) Shutter for all track sliding window.
i) Bottom & Top member. 52.80 Mtr. 117 6177.6
ii) Style side member. 72.00 Mtr. 119 8568
iii) Interlock member. 72.00 Mtr. 148 10656
j) Fixed partitions. Bursar room

(Unsupported length of vertical member upto 1.5 mtr. Height of both 
ends of vertical member restrained but panels within 0.9 sq.m.)

i) Top , bottom & side member. 33.18 Mtr. 462 15329.16
ii) Intermediate member. 59.82 Mtr. 480 28713.6
iii) Glazing clip. 126.85 Mtr. 46 5835.1
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Labour charge for fabrication and installation of composite door, 
window, partitions made from annodized extruded alloy aluminium 
sections for the following units:-
(A) Glazed aluminium sliding windows made of extruded and annodized 
alloy aluminium sectios, fabrications, including cutting to proper shape 
and size, drilling and aligning of window shutter frame fitted with in built 
locking arrangements, sliding rollers and other necessary fittings, fixture, 
adhesives and joineries along with extruded neoprine or EPDM gasketing 
in between window frame and masonry work (walls, column, 
beam.lintels etc.) as well as between glass and shutter frame for fixing 
glass and Polysulphide sealant and in between shutter and window frame 
where necessary including cutting to requisite size and fixing glass as per 
drawing, specification and direction of EIC. The rate includes the hire 
charge of all tools and plants, including all incidental charges, adhesive, 
joineries such as screw, cleat angle etc. but excluding the cost of 
extruded aluminium sections, glass, neoprene / EPDM gasket, locking 
arrangement and rollers.

i ) 2 track sliding window. 28.8 Sq.M 696 20044.8
ii ) 3 /4 track sliding window. 10.8 Sq.M 941 10162.8

Supplying bubble free float glass of approved make and brand 
conforming to IS: 2835-1987.
iii) 5mm thick clear glass. 39.60 Sq.M 526 20829.6

276387.10
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