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Item No.
Description of Item Quantity Unit Rate ( Rs. ) Amount ( Rs. )

Plaster (to wall, floor, ceiling etc.) with sand and cement 
mortar including rounding off or chamfering corners as 
directed and raking out joints including throating, nosing 
and drip course, scaffolding/staging where necessary 
(Ground floor).[Excluding cost of chipping over concrete 
surface]

(i) With 1:6 cement mortar
(a) 25 mm thick plaster
Ground floor 87.72 Sq.M 205 17982.60

12
P-192,I-

15

Neat cement punning about 1.5mm thick in wall, dado, 
window sill, floor etc.

NOTE:Cement 0.152 cu.m per100 sq.m. 36.96 Sq.M 34 1256.64

Scraping of moss, blisters etc.thoroughly from exterior 
surface of walls necessitating the use of scraper, wire 
brush etc.(Payment against this item will be made only 
when this has been done on the specific direction of the 
Engineer-in-charge)

1125.78 Sq.M 7 7880.49
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Removing old scales, blisters etc. of interior surface of 
walls,ceiling by scraping etc. and preparing smooth and 
even surface with rendering or cement mortar (1:2) (as 
necessary), to make the surface suitable for receiving 
distemper. (Payment against this item will be made only 
when this has been done on the specific direction of the 
Engineer-in-charge).

3295.37 % Sq.M 1017 33513.96

Applying Interior grade Acrylic Primer of approved quality 
and brand on plastered or cencrete surface old or new 
surface to receive Distemper/ Acrylic emulsion paint 
including scraping and preparing the surface throughly, 
complete as per manufacturer's specification and as per 
direction of the EIC. (In Ground Floor)

(b) Two Coats
ii) Solvent based interior grade Acrylic Primer 3295.37 % Sq.M 4850 159825.67

Applying decorative cement based paint of approved 
quality after preparing the surface including scraping the 
same thoroughly (plastered or concrete surface) as per 
manufacturer's specification.

(b) Two Coats
In Ground Floor: 454.66  Sq.M 49 22278.44
First  floor 671.12 Sq.M 49.71 33361.47

276099.27
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